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Показаны документы, содержащие фрагменты текста из документа

 http://curl.sai.msu.ru/mass/download/doc/infrasoft_eng.pdf.









1. Central Processor Manager CentralProcessor 0.11 documentation
 ... CentralProcessor 0.11 documentation . ... The Central Processor Manager is the local monitoring and control agent for the Central Processor sub-system. ... At the moment the Central Processor Manager only controls the acquisition phase; that is, it only controls the ingest pipeline. ... In addition to the CP manager specific parameters, any parameters that begin with ice_properties are passed directly to the ICE Communicator during initialisation. ... string . ... Central Processor Manager . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/computing/software/askapsoft/sdp/docs/current/services/manager/index.html -- 16.3 Кб -- 12.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>30189) - www.atnf.csiro.au/ )
	ccontsubtract CentralProcessor 0.11 documentation

	cmodel (Model Image Generator) CentralProcessor 0.11 documentation

	VLBI Wiki | EXPReS / CommandSet







    






2. CIMA Software Components
CIMA is more than just the observing tool - in fact, the observing tool is just a part of a bigger package called the CIMA software package. ... There is also a another package called the CIMA WAPP software which contains the WAPP software, the special Tcl/Tk interpreter used by CIMA and support libraries. ... All CIMA software components recognize the following general options that are part of the CIMA version selection system: . ... The select_cima script can be used to set up a default version. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.naic.edu/~cima/cima_software.html -- 8.3 Кб -- 01.03.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>4456) - www.naic.edu/ )
	alfaIfLo







    






3. The MERLIN Correlator Software Project
 ... Up: Telescope and Instrument Control Systems . Previous: CFH12K: Control Software and Data Handling . ... The MERLIN 1 array is being upgraded with new correlator hardware and improved monitoring, operating and control software. ... The project aims to improve the reliability and efficiency of MERLIN operations by upgrading the real-time correlator control computer and providing new software for aiding astronomical data-quality and array subsystem monitoring. ... Display lag data in real time. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass99/P2-27/ -- 10.3 Кб -- 06.10.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1997) - www.adass.org/ )
	ADASS 2003 Conference Proceedings

	Using XML and Java for Astronomical Instrument Control

	The ESO VLT CCD Detectors Software







    






4. Inference of Coefficients for Use in Phase Correction
 ... OOF software . ... Memos . ... Raw data . ... We present a Bayesian approach to calculating the coefficients that convert the outputs of ALMA 183 GHz water-vapour radiometers into estimates of path fluctuations that can be used to correct the observed interferometric visibilities. ... Please note that the files"COPYING" in each of the distribution packages have GPL listed but it is in fact LGPL which applies. ... This is the raw data from the SMA used in the analysis shown in Section 4 of the memo. ...



      
[
Сохраненная копия

] 
 Ссылки http://www.mrao.cam.ac.uk/~bn204/mk2/alma/memo-infer.html -- 14.3 Кб -- 25.11.2009

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3540) - www.mrao.cam.ac.uk/ )
	OptInt PmWiki : MROIDelayLine / Delay Line Prototype Software

	OOF Reduction Software

	OptInt PmWiki : MROIFastTipTilt / Doc Man







    






5. http://www.stsci.edu/instruments/observatory/cdbs/image/mkcomptab.ps
Mkcomptab Bernie Simon July 10, 1996 Usage Mkcomptab is run by entering the name of the task followed by the name of the output file. For example, mkcomptab hstcomp.tab The output file is component lookup table. ... And CDBS USER sets the user name used to access the database. ... Mkcomptab calls init comptab to create an empty component lookup table, comptab query to fill the table from the CDBS database, and update comp to modify the table using information from the throughput files. ... 



      
[
Текст

] 
 Ссылки http://www.stsci.edu/instruments/observatory/cdbs/image/mkcomptab.ps -- 42.2 Кб -- 16.09.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>20613) - www.stsci.edu/ )
	http://www.stsci.edu/hst/observatory/crds/documents/mkcomptab.pdf

	http://www.stsci.edu/spst/lrpg/documentation/procedures/lrpg_using_sed.html

	Programming Languages







    






6. Quality Control: Daily health check monitor
 ... QC1 database . ... The quality information is derived in form of QC1 parameters. ... The Health Check monitor collects QC1 parameters and their scores. ... The results are presented in two views: the graphical HEALTH CHECK monitor with the full trending reports, and the QUICK-LOOK monitor with scores. ... The Health Check Monitor is a joint effort of the Quality Control Group in Garching and of Paranal Science Operations. ... You can download the QC1 parameters, and also connect to the QC1 database....



      
[
Сохраненная копия

] 
 Ссылки http://www.eso.org/observing/dfo/quality/ALL/ -- 29.3 Кб -- 11.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>53874) - www.eso.org/ )
	pyQC: overview

	Quality Control: Image flats

	The format of STARTABLE







    






7. coordConv
 ... CoordConv is written in C++ and Python, using SWIG as the C++ wrapper. ... In  Python  the following will convert an FK5 J2000 position to  apparent  topocentric coordinates at a specified  TAI  date: import  coordConv  taiDate = 4916391905 #  TAI  date in MJD, seconds  site  =  coordConv . Site (-105.822616, 32.780988, 2788) # Apache Point Observatory 3.5m telescope # For better accuracy you may also specify UT1- TAI  and pole wander in  site ; # these may be obtained from IERS Bulletin B fk5Sys = ...



      
[
Сохраненная копия

] 
 Ссылки http://www.apo.nmsu.edu/Telescopes/coordConv/ -- 5.1 Кб -- 14.01.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>953) - www.apo.nmsu.edu/ )
	Spectrograph Interface Control

	TCC Documentation

	MCP Menu documentation







    






8. Getting Common Information About Access Points
There are various kinds of generic information you can retrieve about an XPA access point by using the xpaget command. ... Each XPA access point supports a number of reserved sub-commands that provide access to different kinds of information, e.g. the access control for that access point. ... acl get (set) the access control list [options: host type acl, for set] . ... This access point is available only on the server machine. -env get (set) an environment variable [options: name (value, for set)] . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.astro.louisville.edu/software/sbig/archive/xmccd-4.1/xmccd-4.1e/xpa-2.1.14/doc/info.html -- 7.9 Кб -- 25.12.2003

    
      
[
Сохраненная копия

] 
 Ссылки http://hea-www.harvard.edu/RD/xpa/info.html -- 7.9 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2902) - hea-www.harvard.edu/ )
	PINTofALE EXAMPLE : Simulation for ASTRO-E2 A0-1 XIS and XRS

	Multi-Rsh parallelized rsh program

	Doug Burke's Perl/S-Lang pages: Datatype examples







    






9. IRAS01005+7910
 ... The variability of the spectrum of the optical component of the IR-source IRAS01005+7910 was discovered for the first time in the BTA spectra [1]. ... The spectral features include absorptions that form in near-photospheric layers, narrow envelope emissions, and emission-absorption profiles that form in photosphere-to-envelope transition layers (the wind). ... Discovery of spectral variation in the optical counterpart of IRAS01005+7910. ... Dashed line - envelope curve of all the SiII 5979 profiles ...



      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/Doc-en/SciNews/2014/Klochkova2/ -- 6.1 Кб -- 10.04.2016

    
      
[
Сохраненная копия

] 
 Ссылки http://mavr.sao.ru/Doc-en/SciNews/2014/Klochkova2/ -- 6.1 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>249) - mavr.sao.ru/ )






    






10. Dynamic HTML in Communicator
Contents] [Prev page] [Next page] [Index] . Navigator 4 from Netscape, which is part of the Communicator product suite, includes three new areas of functionality that taken together give you Dynamic HTML. The three components of Dynamic HTML are style sheets, content positioning, and downloadable fonts. Used together, these three components give you greater control over the appearance, layout, and behavior of your web pages. ... Introducing Downloadable Fonts . ... 



      
[
Сохраненная копия

] 
 Ссылки http://crydee.sai.msu.ru/~vab/html.doc/dhtml/dynhtml/intro.htm -- 7.8 Кб -- 13.08.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>4061) - crydee.sai.msu.ru/ )
	A Simple Example With a Single Chirp Component

	Long description for example showing how structurally overlapping cells are

	ASA Carriage Control Characters







    









