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Показаны документы, содержащие фрагменты текста из документа

 http://www.apo.nmsu.edu/35m_operations/35m_manual/Instruments/Grim/PDF/GrimII_Users_manual.pdf.









1. IKI IPL home page
You can also see this page in Russian with using KOI8 (X Windows) or CP1251 (MS Windows) Cyrillic coding. The Laboratory supports the space TV experiments, mainly in the planetary exploration missions. ... Image Co-registration . ... PHOBOS mission - Martian satellites investigations. Phobos on the Martian limb, the image from Phobos-2 probe from 02/28/89. ... Russian Space Bulletin. ... Last modified at June,26 1997 Alexey Kuzmin: akuzmin@mx.iki.rssi.ru . Back to IKI home page ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/IPL/ -- 4.8 Кб -- 05.08.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>816) - www.iki.rssi.ru/ )
	The Face on Mars







    






2. Astronomy Plus CCD Images of Galaxies
. Go Here for Hubble Ultra Deep Field . ___________________________________________________________________ The Electronic Universe Project e-mail: nuts@moo.uoregon.edu



      
[
Сохраненная копия

] 
 Ссылки http://zebu.uoregon.edu/galaxy.html -- 4.8 Кб -- 10.03.2004

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>339) - zebu.uoregon.edu/ )
	The Galaxy Gallery: Messier Objects

	Galaxy Gallery Page II

	Low Surface Brightness Galaxy Gallery







    






3. Input Data and Preprocessing
Next: Retrieving demonstration and Up: Echelle Reduction Method Previous: Echelle Reduction Method . ... User data is a set of echelle images, observed with the same instrument configuration, including a wavelength calibration image ( WLC ), a flat field image ( FLAT ) and astronomical objects OBJ . Optionally, this set will include standard stars ( STD ) to be used in the absolute or relative flux calibration, and dark images ( DARK ). ... Rotation of input frames. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/precise/Midas_doc/doc/94NOV/vol2/node159.html -- 6.9 Кб -- 23.02.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>4230) - www.sao.ru/ )
	Standard construction

	Image Formats

	Thomson-TCS : Image sensors







    






4. Bright Object Artifacts
 ... This effect is visible in Figure 4.3 which shows a logarithmic stretch of the image resulting from a 100s exposure on a star of V magnitude 2.6 through filter F502N in the PC. Extreme overexposure of the Loral CCDs is not believed to cause any permanent effects, and therefore the WFPC2 does not have a bright object limit. ... Several other artifacts that are common in saturated stellar images are also obvious in Figure 4.3 . ... Figure 4.3: Saturated Stellar Image Showing Horizontal Smearing. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.stsci.edu/instruments/wfpc2/Wfpc2_hand4/ch4_ccd5.html -- 11.1 Кб -- 04.09.2001

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>21019) - www.stsci.edu/ )
	Space Telescope Imaging Spectrograph Instrument Handbook

	Image Artifacts

	Near Infrared Camera and Multi-Object Spectrometer Instrument Handbook for







    






5. Restoration of HST WFPC2 Images in Gyro-Hold Mode
 ... Next: MEM Task for Up: Image Restoration and Previous: RegisteringPSF-Matching and . ... In gyro-hold tracking mode, HST is stabilized only with its gyros, and the Fine Guidance Sensors are not used to maintain pointing. ... Experiments have been done on WFPC 2 images of NGC 330 and NGC 422 (having exposure times of 80 and 100 s in gyro-hold mode) with complete success. ... An NGC 422 WFPC 2 WC2 image and an NGC 330 WFPC 2 PC1 image were taken in mode FSGLOCK = GYROS in 1994 January. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass94/moj.html -- 10.9 Кб -- 03.11.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1921) - www.adass.org/ )
	The ESO VLT CCD Detectors Software

	Developing a Wavelet CLEAN Algorithm for Radio-Interferometer Imaging

	Exploiting VSIPL and OpenMP for Parallel Image Processing







    






6. ESO - Negative pixel values in the 2D spectrum image are not being ignored by
 ... Data Reduction FAQ > Negative pixel values in the 2D spectrum image are not being ignored by the standard extraction procedure. ... The X-Shooter pipeline flags but does not ignore those pixels that are negative in its algorithms including standard extraction. ... If a reset anomaly has not occurred in your data, and negative pixels are causing a problem, then simply add 2097152 to the value of the parameter decode-bp to start treating negative pixels in the raw data as bad pixels by ignoring them. ...



      
[
Сохраненная копия

] 
 Ссылки http://www.eso.org/sci/data-processing/faq/negative-pixel-values-in-the-2d-spectrum-image-are-not-being-ignored-by-the-standard-extraction-procedure.html -- 22.6 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>67096) - www.eso.org/ )
	FORS Sec Std and Abs Phot Project

	IRAF/STECF imaging linear polarimetry simulation and reduction package

	Imaging simulations







    






7. Галерея киевского астроклуба ''Астрополис''
 ... Главная страница / Кометы и астероиды / "Нас не догонишь". Комета 217P/LINEAR, M42, M43, Бегущий Человек и пролетающие спутники. ... M42 , M43 , БегущийЧеловек , 217P/LINEAR . ... Комета C/2009 R1 (McNaught) . ... Все права на размещенные в галерее фотографии принадлежат их авторам. ... Киевский клуб любителей астрономии "Астрополис" . Движок галереи: 4images 1.7 ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.astroclub.kiev.ua/gallery/details.php?image_id=1479 -- 18.2 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>237) - www.astroclub.kiev.ua/ )






    






8. Funtools and DS9 Image Display
Describes how funtools can be integrated into the ds9 Analysis menu. SAOImage/DS9 is an astronomical imaging and data visualization application used by astronomers around the world. DS9 can display standard astronomical FITS images and binary tables, but also has support for displaying raw array files, shared memory files, and data files automatically retrieved via FTP and HTTP. ... It can be manually loaded into DS9 from the Load Analysis Commands ... option of the Analysis menu. ... 



      
[
Сохраненная копия

] 
 Ссылки http://hea-www.harvard.edu/RD/funtools/ds9.html -- 5.2 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>4966) - hea-www.harvard.edu/ )
	Printing an Image

	Image Display

	IRAF Image Arrays







    






9. C/2006 P1 (McNaught)
 ... All images on this page are copyright Robert H. McNaught. ... There have been so many requests for high resolution copies of these images that I ask that all enquiries for these to go directly to Science Photo Library. C/2006 P1 on Jan 18, 10:22 UT. Photo: R. H. McNaught, Siding Spring Observatory. Canon 5D, 135mm, f/2.0, 2 sec exp., ISO 1600 . ... ISO 200 . ... Canon 5D, 50mm, f/2.0, 30 sec exp., ... Canon 5D, 135mm, f/2.0, 120 sec exp., ... Canon 5D, 50mm, f/2.0, 110 sec exp., ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.mso.anu.edu.au/~rmn/C2006P1new.htm -- 9.6 Кб -- 11.05.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1441) - www.mso.anu.edu.au/ )
	Mike Bessell, MSSSO - Images

	Comparison of a synthetic radio image and quasar 3C 48

	Comet Shoemaker-Levy 9 Impact Images







    






10. A collection of images
 ... The TRACE images may be used without restrictions in publications of any kind. ... These two images, taken on 18 November 2000 at 15:54UT and 16:11UT, respectively, show such an event: the red circle in the image to the left shows a region where many loops are cooling, with bright loop tops (the intensity scales with the square root of the image to reduce the dynamic range). ... See also a collection of images related to the Sun, other cool stars, and solar-terrestrial effects . ... Images | ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.arcetri.astro.it/~palla/ANDREAIMMAGINI/sun/T171_20001101_101547.html -- 13.0 Кб -- 28.12.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>9923) - www.arcetri.astro.it/ )
	The ARNICA Imaging Camera

	The Face on Mars

	NASA's Observatorium--Image Gallery: Stars







    






11. XV-IMAGE
Russian Version [ MS-Win ] . ... Satellite data ] . ... The program is a powerful tool for multi-purpose image analysis and processing. It operates on files in main standard image storage formats: TIFF, BMP, GIF, PDF. The program contains a rich collection of operations for visual image quality improvement: linear and logarithmic normalization, equalization, brightness transformation by arbitrary look-up table, etc. ... ALMAZ-1 satellite data processing . NOAA satellites data processing . ... 



      
[
Сохраненная копия

] 
 Ссылки http://smis.iki.rssi.ru/inform/engl/soft/e_xvim.htm -- 4.1 Кб -- 13.03.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>181) - smis.iki.rssi.ru/ )
	TDF Viewer (Satellite Data Format) REGIONAL DATA ARCHIVE (SMIS IKI RAN Project)

	TDF Viewer (Satellite Data Format)

	SMIS IKI RAN (Sample Images / Fires)







    






12. Guider Image Controller Overview
 ... Finding Stars . ... Handling Bad Pixels . ... The guide camera image controller can control one or more guide cameras. ... Each time the camera is read, the image is automatically saved to a fits file on a shared disk. ... Cameras that have bad pixels require "bad pixel maps" in order to find stars, centroid or even compute statistics for the image. ... View this image (for instance in NIH Image) and determine an upper and lower cutoff; pixels whose values are outside of this range are considered...



      
[
Сохраненная копия

] 
 Ссылки http://www.apo.nmsu.edu/Telescopes/HardwareControllers/GuiderImageOverview.html -- 10.6 Кб -- 22.06.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1160) - www.apo.nmsu.edu/ )
	Hardware Controllers

	Astrophysical Research Consortium - Apache Point Observatory

	TUI:Instruments:Expose Window







    






13. The HУЖgbom т??CLEANт?? deconvolution image algorithm Bojan Nikolic web pages
 ... Bojan Nikolic web pages (r. 329) . ... The HУЖgbom ?CLEAN? is a simple algorithm for deconvolving images, that is, it is an algorithm to remove to an extent the smearing in an image due to a finite point-spread function. This algorithm is particularly applicable to making images from radio aperture synthesis array telescopes, where this algorithm (and other closely related) are the standard deconvolution approach. ... Copyright 2005 -- 2016, Bojan Nikolic feedback welcome ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.mrao.cam.ac.uk/~bn204/alma/python-clean.html -- 17.2 Кб -- 04.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3654) - www.mrao.cam.ac.uk/ )
	Bojan Nikolic -- How to make an image in PGPLOT with correctly labelled RA/Dec

	NVSS Image ftp service Documentation Help for NVSS Image ftp service

	NVSS Image ftp service (5 August 1998)







    






14. Adaptive smoothing
 ... smoothstyle =`adaptive'. This is exactly the same as the patchwork convolution described in section 3.3.4 , except here the task calculates the library of convolvers and the associated index image itself. ... The task actually makes two passes through the library of gaussians: the first as described above, to calculate the index image; the second refers to the index image while performing the convolution, exactly as described in section 3.3.4 . ... 



      
[
Сохраненная копия

] 
 Ссылки http://xmm.vilspa.esa.es/sas/6.5.0/doc/asmooth/node11.html -- 9.9 Кб -- 16.08.2005

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>18625) - xmm.vilspa.esa.es/ )
	Source image

	Variance images







    






15. Supernova 2009js in NGC 918
Supernova 2009js in NGC 918 . This page is devoted to information on Supernova 2009js in NGC 918 . Basic information on this SN, including the last reported brightness, on this Supernova can be found on the main page . Information on the original web pages for many of these images can be found on the updates and links web pages. Discovered independently by Lick Observatory Supernova Search (USA) and Koichi Itagaki (Japan). ... 2009/10/11.44 . 17.2 . ... Joseph Brimacombe . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.sai.msu.su/mirrors/isn/sn2009/sn2009js.html -- 8.2 Кб -- 13.02.2011

    
      
[
Сохраненная копия

] 
 Ссылки http://www.rochesterastronomy.org/sn2009/sn2009js.html -- 8.4 Кб -- 19.04.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>969) - www.rochesterastronomy.org/ )
	Supernovae 2010jl in UGC 5189A

	Supernova 2009dc in UGC 10064

	Supernova 2009I in NGC 1080







    






16. Meade Instruments Corporation - Pictor Manual Part 13
Home About Meade Product Information Dealer Locator Customer Support Investor Relations Dealer Support Employment Opportunities Site Map . Meade Instruments Corporation . ... Meade Pictor XT-Series CCD Autoguider/Imagers . Section 13: Viewing and Processing Images . ... The software can read most images in these formats, and convert between them using the File, Save As command. ... This is done by placing the information in a .txt file with the same name as the image file). ... Merge Images: . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.meade.com/manuals/pictor/pictor13.html -- 14.0 Кб -- 01.02.2006

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2507) - www.meade.com/ )
	Meade Instruments Corporation - Pictor Manual Parts 14 and 15

	UHTC Coatings: Ultra High Transmission Coatings, Special Coatings, Telescopes,

	Meade Instruments Corporation - Pictor Manual Part 3







    






17. Digital images of magnetograms
Standard analog magnetograms (20 mm / sec) are presented in the form of digital images, . ... Observatory, . ... 1949 , 1950 , 1951 , 1952 , 1953 , 1954 . ... 1951 , 1952 , 1953 , 1954 , 1955 , 1956 , 1957 . ... 1950 , 1951 , 1952 , 1953 , 1954 , 1955 , 1956 , 1957 , . ... 1950 , 1951 , 1952 , 1953 , 1954 , 1955 , 1956 , . ... The project was conducted in 2003 by the International Council for Science ( "Rescue of Old Analogue Magnetograms by converting to digital images" , ICSU Grant–2003 Project). ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.wdcb.ru/stp/magnetogr_list.en.html -- 35.2 Кб -- 11.12.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1893) - www.wdcb.ru/ )






    






18. The NMW survey homepage
NMW survey overview . Access image archive . ... The New Milky Way survey aims to detect bright (V<13.5) optical transients near the Galactic plane using an automated wide-field (8x6 deg.) system capable of surveying the whole Milky Way area visible from the observing site in one night. ... All images obtained during the transient search survey are available online (please use the image archive access form ). ... Images per field: . ... Images per night: . ... Milky Way imaging time: . ... 



      
[
Сохраненная копия

] 
 Ссылки http://scan.sai.msu.ru/nmw/ -- 10.7 Кб -- 18.02.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2) - scan.sai.msu.ru/ )






    






19. Some Experiments with the Restoration of NICMOS Camera 2 Images of OMC-1
 ... Imaging of the core of the OMC-1 region using NICMOS camera 2 through the F212N and F215N filters shows a wide variety of interesting structure on scales of 0.2" at a very high dynamic range (Stolovy et al. ... The application of image restoration techniques, including multi-channel variants of the Richardson-Lucy technique, offers the chance to enhance structure on the finest scales and also to suppress the prominent and richly structured point-spread functions of the many bright stars in the...



      
[
Сохраненная копия

] 
 Ссылки http://www.stecf.org/conferences/sardinia/node15.html -- 13.4 Кб -- 12.06.2006

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>280) - www.stecf.org/ )
	ST-ECF IRAF package

	STScI NICMOS Software

	VLT First Light







    






20. Journal "Peremennye Zvezdy"
Solstice Celebration . ... Each individual image highlights a different temperature regime in the upper solar atmosphere and was assigned a specific color; red at 2 million, green at 1.5 million, and blue at 1 million degrees C. The combined image shows bright active regions strewn across the solar disk, which would otherwise appear as dark groups of sunspots in visible light images, along with some magnificent plasma loops and an immense prominence at the righthand solar limb. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.astronet.ru/db/varstars/msg/1181362 -- 8.0 Кб -- 21.12.2002

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>127071) - www.astronet.ru/ )
	Solstice Celebration

	XWare > APOD

	RAPTOR Images GRB 021211
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