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Показаны документы, содержащие фрагменты текста из документа

 http://www.enzyme.chem.msu.ru/eduproc/prac/task7/task7book5.pdf.









1. Fine Guidance Sensor Instrument Handbook
FGS Instrument Handbook for Cycle 24 . ... Fine Guidance Sensor Instrument Handbook for Cycle 24 > Appendix B: FGS1r PerformanceSummary > B.2 Angular Resolution Test . ... At the time of the test, the predicted angular separation of the components was 0.085" (Franz and Wasserman, private communication). ... By rolling the HST in 6 increments, the projected separation along the X axis varied from the predicted angular resolution limit of FGS1r (~6 mas) to the resolution limit of FGS3 (~20 mas). ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.stsci.edu/hst/fgs/design/documents/instrumenthandbook/appendix_performance3.html -- 33.3 Кб -- 12.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>16111) - www.stsci.edu/ )
	High Resolution Measurements from HST Power Spectra

	Nisenson, et al.: High Resolution Measurements from Power Spectra







    






2. HIGH RESOLUTION IONOSPHERIC MASS SPECTROMETER P-11
HIGH RESOLUTION IONOSPHERIC MASS SPECTROMETER P-11 . ... Onboard mass-spectrometric equipment for study of neutral and ionized components of Earth upper atmosphere. Mass-spectrometer P-11 is one of P-series modifications of the on board radio-frequency monopole spectrometers. ... The instruments of P-series have passed successful approbation in space experiments aboard geophysical rockets MP-12, launched for investigation of Earth upper atmosphere (Ref. ... Measured mass number range, AMU - 1.. ... 



      
[
Сохраненная копия

] 
 Ссылки http://space.univ.kiev.ua/projects/warning/p-11.html -- 5.7 Кб -- 15.02.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>37) - space.univ.kiev.ua/ )






    






3. (Untitled)
If necessary, the observations and corresponding O – C values belonging to some observatory can be separated from the other data. Besides, O – C satisfying some conditions imposed on their value can be separated. ... To separate O – C by value, mark O – C check box and enter positive numbers limiting absolute values of O – C from above or from bottom or both and click on Run . ... The restrictions imposed on observatory code and on O – C values are indicated in status bar. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.ipa.nw.ru/PAGE/FUNDAMENTAL/LSBSS/winample_guide/user39bb.htm -- 2.8 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>225) - www.ipa.nw.ru/ )






    






4. ЛСПП - Фотогалерея - Subatomic resolution on Cu(014)-O
Subatomic resolution on Cu(014)-O . 3nm x 3nm STM image of the Cu(014)-O 0.5ML surface measured with MnNi tip. ... This result has been discussed in Phys. Rev. Letters, 98, 206101 (2007) (A.N.Chaika, V.N.Semenov, S.S.Nazin, S.I.Bozhko, S. Murphy, K. Radican, I.V.Shvets, "Atomic Row Doubling in the STM Images of Cu(014)-O Obtained with MnNi Tips"). Image courtesy of A.Chaika. The image was measured in constant current mode using RT STM GPI-300. Copyright ИФТТ РАН, ЛСПП, 2006-2007 . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.issp.ac.ru/lsss/gallery/22_rus.html -- 3.6 Кб -- 24.07.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>854) - www.issp.ac.ru/ )
	LSSS - Photogallery - Subatomic resolution on Cu(014)-O







    






5. High resolution IR-spectrometer
High resolution IR-spectrometer . ... Determination of concentration of atmospheric greenhouse gases (carbon dioxide and methane) from ground-based or spacecraft platforms. ... Compact eschelle spectrometer is built by autocollimation scheme with diffraction grating operating in high orders of diffraction, allowing thereby to reach the resolution up to ?/ 20 000. ... For observations at the ground-based platforms and aboard the ISS the instrument modification RUSALKA will be used. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.iki.rssi.ru/innov/eng/ik1.htm -- 6.5 Кб -- 02.10.2006

    
      
[
Сохраненная копия

] 
 Ссылки http://www.cosmos.ru/innov/eng/ik1.htm -- 6.5 Кб -- 02.10.2006

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>635) - www.cosmos.ru/ )
	Кудашев Ефим







    






6. SAO RAS home page
 ... Дни открытых дверей к юбилею САО РАН (12-14 апреля 2016 г.) . Международная конференция "Dark Ages and White Nights (Spectroscopy of the CMB)" (20-24 июня 2016 г.) . ... Международная конференция MULTI-SPIN GALAXIES - 2016 (26-30 сентября 2016 г.) . Международная астрономическая конференция "Физика звезд: от коллапса до коллапса" (3-7 октября 2016 г.) Архив . ... Подробнее.. ... 10.02.16 . ... БТА в реальном времени . ... Цейсс-1000 в реальном времени . ... Последнее обновление: 22/03/2016 ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/ -- 11.4 Кб -- 09.04.2016

    
      
[
Сохраненная копия

] 
 Ссылки http://mavr.sao.ru/ -- 11.4 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>156) - mavr.sao.ru/ )






    






7. http://zebu.uoregon.edu/~uochep/docs/docs99/Aug99-top.pdf
reconstruction with Fast Simulation M. Iwasaki University of Oregon At the Sitges meting: tt 6jets   4jets analysis · Charged/Neutral  cluster  separation with Track- cluster  matching · Reconstruction performance in Energy flow analysis · B-tag effect After the meeting: · In FastMC, set the  cluster  position resolution determined by FullMC · Study  Cluster  width with FullMC · ... 



      
[
Текст

] 
 Ссылки http://zebu.uoregon.edu/~uochep/docs/docs99/Aug99-top.pdf -- 96.5 Кб -- 26.09.2001

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>228) - zebu.uoregon.edu/ )
	http://zebu.uoregon.edu/~uochep/talks/talks05/trackrecon.pdf

	http://zebu.uoregon.edu/~uochep/docs/docs01/cal_perform.pdf

	http://zebu.uoregon.edu/~uochep/docs/docs01/Snow01_cal.pdf







    






8. Towards a General Definition for Spectroscopic Resolution
 ... Judged by their instrumental profiles, spectrometers fall into two basic classes---Lorentzian and Gaussian---with many other line profile functions (sinc functions, Voigt functions, Airy functions, etc.) falling into one of these two categories in some limit. We demonstrate that the Rayleigh, Sparrow, and Houston resolution criteria are of limited use compared to the ``equivalent width'' of the line profile. ... Rayleigh criterion. ... All of these functions have continuous higher derivatives. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass94/jonesa.html -- 12.2 Кб -- 03.11.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1395) - www.adass.org/ )
	Calibration and Performance Control for the VLT Instrumentation

	A New Entropy Measure Based on Multiple Resolution and Noise Modeling







    






9. Electron bombarded sensors-resolution
Electron-Bombarded, Back-Illuminated CCD Sensors . ... EBCCD PERFORMANCE: Resolution and CTF . ... Measured CTF for an SI502AB back-illuminated CCD, a GaAs SI502AB EBCCD, . ... Figure 8 depicts each sensor's measured CTF. ... The EBCCD's CTF is only slightly lower in contrast than the back-illuminated CCD's CTF and, depending upon the spatial frequency of interest, is 20% to 100% higher in contrast than the ICCD's CTF. ... Measured CTF for GaAs SI502AB EBCCD #A (1.8 keV) and SI502AB ICCD using a . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/drabek/CCDP/TUTORIAL/EBSENS/Resolut.htm -- 11.2 Кб -- 11.09.1998

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1073) - www.sao.ru/ )
	Direct electron imaging-performance

	BOLOGNA (B3) catalog

	The Reconstruction







    






10. High Resolution HST Images of Pluto and Charon (ESO Press Release 09/94)
 ... The remote planet Pluto and its moon Charon orbit the Sun at a mean distance of almost 6,000 million kilometres, or nearly fourty times farther out than the Earth. During a recent investigation by an international group of astronomers [1], the best picture ever of Pluto and Charon [2] was secured with the European Space Agency's Faint Object Camera at the Hubble Space Telescope (HST). ... The new HST image was taken when Charon was near its maximum elongation from Pluto (0.9 arcseconds). ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.eso.org/~ohainaut/nice/pluto.html -- 8.5 Кб -- 18.08.2004

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>43769) - www.eso.org/ )
	CRIRES - VLT High-Resolution IR Echelle Spectrometer

	SINFONI Exposure Time Calculator

	ESO - Improvement to FLAMES Spectral Resolution and Sensitivity







    






11. http://www.atnf.csiro.au/projects/askap/techdocs/JB_Fair_UV_pdf.pdf
Fair" UV Coverage for a Multi-resolution John Bunton, CSIRO Telecommunications and Industrial Physics, Australia Introduction If we wish to have a multi-resolution telescope with equal point source sensitivity at all resolutions then we must accept that the baseline distribution of the correlations is predetermined. ... This occurs for each added step in resolution. ... It is seen that for the combined telescope the total number of correlations is 5.17 times the number needed for a single resolution. ... 



      
[
Текст

] 
 Ссылки http://www.atnf.csiro.au/projects/askap/techdocs/JB_Fair_UV_pdf.pdf -- 26.6 Кб -- 30.08.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>5760) - www.atnf.csiro.au/ )
	Resolution of an interferometer

	difx:highspecres [ATNF VLBI Wiki]

	immerge







    






12. http://www.mrao.cam.ac.uk/~anthony/latex/Ogawa.ps
The Initial Condition of Cosmological High-Resolution Simulations T. Ogawa et al. ... However, the resolution of their INITIAL conditions is not high. ... The reso- lution of these initial conditions are constrained by the mesh size, in other words, high-frequency components of (x) are neglected initially. We argue the need for cosmological high-resolution sim- ulations to use a high-resolution initial condition, in other words, an initial condition including high-frequency components. ... 



      
[
Текст

] 
 Ссылки http://www.mrao.cam.ac.uk/~anthony




