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Показаны документы, содержащие фрагменты текста из документа

 http://www.stsci.edu/hst/acs/analysis/STECF/isr/isr0508.pdf.









1. WFC3 Instrument Handbook

WFC3 Instrument Handbook for Cycle 24 . ... Wide Field Camera 3 Instrument Handbook for Cycle 24 > Chapter 8: Slitless Spectroscopy with WFC3 > 8.2 Slitless Spectroscopy with the UVIS G280 Grism . ... The circled spot shows the location of a direct image of the source obtained with a separate (undispersed) F300X filter exposure, but superposed on the grism image for illustrative purposes only. ... Figure 8.3: The absolute throughput of the G280 grism as a function of wavelength for the lowest orders. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.stsci.edu/hst/acs/hst/wfc3/documents/handbooks/currentIHB/c08_slitless3.html -- 14.2 Кб -- 12.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>21146) - www.stsci.edu/ )
	GHRS Instrument Handbook

	Properties of the First-Order Gratings

	STIS Instrument Handbook







    






2. General Description

Next: Order Definition Up: Echelle Reduction Method Previous: Retrieving demonstration and . ... That is the mapping between the space wavelength, spectral order and the space sample x , line y in the raw image. ... Sections and describe the solution of this mapping. The second step in the reduction, described in Section , is to estimate the image background. ... In the rest of this Section the algorithms used in each step of the reduction are described. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/precise/Midas_doc/doc/94NOV/vol2/node161.html -- 7.8 Кб -- 23.02.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2436) - www.sao.ru/ )
	Wavelength calibration

	echelle

	Order Extraction







    






3. Astrophysical Research Consortium - Apache Point Observatory

 ... The ARC echelle spectrograph records the entire visible and near-IR spectrum in one exposure on a 2048 x 2048 SITe CCD chip with 24 micron pixels, with a resolution of 30,000. (2.5 pixels) . ... CCD is a SITe TK2048E back illuminated CCD . CCD is a 2048 x 2048 pixel array . ... Field of View: Available slits (Observing Specialist installable): 1.6" x 1.6" , 1.6" x 3.2" (default), 1.6" x 4.7", 0.9" x 0.9" (pinhole) . ... 31.6 grooves/mm, blaze angle b = 63.5 deg (nominal), or tan b = 2 . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.apo.nmsu.edu/35m_operations/35m_manual/Instruments/Echelle/Echelle_quick_info.html -- 26.3 Кб -- 01.10.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>850) - www.apo.nmsu.edu/ )
	TUI:Instruments:DIS:DIS window

	Suggested Exposure Times For Calibration Spectra







    






4. http://xmm.vilspa.esa.es/sas/6.5.0/doc/rgscombine.ps.gz

XMM-Newton Science Analysis System Page: 1 rgscombine August 16, 2005 Abstract Combines a list of spectrum les to create one combined spectrum le, and the corresponding list of response matrices and background spectrum, to create one nal response matrix and background spectrum le, for a paticular RGS instrument and spectral order. ... A list of response matrix les, as produced by rgsrmfgen or rgsproc. A list of background spectrum les as produced by rgsspectrum or rgsproc for TOTAL spectra. ... 




      
[
Текст

] 
 Ссылки http://xmm.vilspa.esa.es/sas/6.5.0/doc/rgscombine.ps.gz -- 50.3 Кб -- 16.08.2005

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>18967) - xmm.vilspa.esa.es/ )
	http://xmm.vilspa.esa.es/sas/7.0.0/doc/rgscombine.ps.gz

	http://xmm.vilspa.esa.es/sas/7.1.0/doc/rgslinepos.ps.gz

	http://xmm.vilspa.esa.es/sas/8.0.0/doc/rgslinepos.ps.gz







    






5. CRIRES - VLT High-Resolution IR Echelle Spectrometer

 ... Instrument Status . Science Verification . ... CRIRES . ... SV observer shall submit their proposals using the Science Verification proposal template Proposers are asked to provide at least a short summary of the science goal, coordinates and magnitudes of GS and science target, a finding chart , the observing wavelength ID, as specified in appendix A of the UM and DIT, NDIT settings of science detectors as computed with the exposure time calculator (see below). ... with a 0.2 arcsec slit. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.eso.org/~rsiebenm/crires/ -- 20.5 Кб -- 10.07.2006

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>66684) - www.eso.org/ )
	ESO - Are there order definition frames with spatial information, i.e. using 9

	Data Flow System overview

	Data Pipelines and Quality Control







    






6. Wavelength Calibration at Moderately High Resolution

 ... The calibration of astrophysical spectra in wavelength based on calibration lamp data suffers from different kinds of uncertainties. Besides inaccuracies in the observational phase, common data reduction practice adds ``pixelation'' errors, due to the fact that the centering method does not use the correct PSF. These model mismatch errors depend, for a given feature, on the sub-pixel location of the line center (David & Verschueren, private communication). ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass94/decuyperjp.html -- 12.1 Кб -- 03.11.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1879) - www.adass.org/ )
	The Basic Calibrated Data Processing Pipeline for SIRTF IRS

	ADASS 2002 Conference Proceedings

	ADASS 2003 Conference Proceedings







    






7. Index of /~bessell/FTP/gaia

 ... The spectrum is reversed left to right. ... Starting  line  IDs  Line  identification in  order  26 (x  reversed ) Channel Wavelength  Calculated  Discrepancy  Line # 166.3593 8478.3584 8478.3613 0.0029 1 258.5106 8490.3066 8490.3213 0.0146 2 500.5818 8521.4385 8521.3926 -0.0459 3 912.9249 8573 ...  0.0547 4 1178.5211 8605.7764 8605.7803 0.0039 5 1299.3500 8620.4600 8620.4209 -0.0391 6 1698.4974 8667.9404 8667.9492 0.0088 7  line  identification in  order  34 (x  reversed ) Channel Wavelength ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.mso.anu.edu.au/~bessell/FTP/gaia/ -- 5.6 Кб -- 03.02.2013

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>650) - www.mso.anu.edu.au/ )
	GSAOI Instrument Description Page

	Gemini Near-Infrared Integral-Field Spectrograph (NIFS) IFU.







    






8. WISPI Optical Specifications

The basic characteristics of the instrument are set by the aperture, focal length and resolution of the image forming lens, the dispersion of the spectrometer, and the sensitivity of the detector. ... The lens is internally focused, and maintains acceptable focus (2 pixels in the detector plane) over a typical spectral coverage of one grating setting. ... along the spatial dimension of a 25mm square detector in the final spectral image plane the 400mm lens is 3.2њ. ... Diffraction grating . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.astro.louisville.edu/moore/wispi/wisp_specs.html -- 4.8 Кб -- 10.05.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>562) - www.astro.louisville.edu/ )
	Wispi Design Notes







    






9. LonGSp: Optical Design

The optical scheme of the instrument is sketched in Figure 1 , it is designed to match the F/20 focal ratio of the TIRGO telescope. We have, following the optical path, the window of the dewar, the order sorting filter (not in figure), a field lens, in Calcium Floride, and the slit, in the focal plane of the telescope. ... The resolving power is (for first order of grating) of about 600 in the center of J band and 950 in the center of the K band, using a slit of two pixel (3.46 arcsec). ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.arcetri.astro.it/irlab/instr/longsp/desc/ottica.html -- 5.2 Кб -- 16.02.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>9398) - www.arcetri.astro.it/ )
	LabIR Main Page

	GIANO opens a new window on stellar and planetary astrophysics

	IBIS - Flat Fielding







    






10. The spectrograph design and the observing procedure

 ... The choice of the spectrograph design (Fig.2) is determined by the quantity R, the overall dimensions of the PF cage and the restrictions on the rigidity of the structure of the device. ... As the camera's objective a fast 4-lens aplanat is used having a focal distance F cam =140 mm and a relative aperture of 1:1.8, the resolution at the centre is no less than 80 gr/mm, that over the field at a distance of 3 mm from the edge along the frame ( ) diagonal is 35 gr/mm. ... 




      
[
Сохраненная копия

] 
 Ссылки http://mavr.sao.ru/hq/ssl/PFES/node4.html -- 10.4 Кб -- 02.10.2012

    
      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/hq/ssl/PFES/node4.html -- 10.4 Кб -- 01.10.2012

    
      
[
Сохраненная копия

] 
 Ссылки http://jet.sao.ru/hq/ssl/PFES/node4.html -- 10.4 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>993) - jet.sao.ru/ )
	New spectrum of MWC162 6-m telescope: representative spectra

	Observational data and reduction

	Narrow DIBs survey - figure25







    






11. http://www.stecf.org/conferences/adass/adassVII/reprints/decuyperjp.ps.gz

 ... An analysis of series of flatfield exposures obtained in echelle mode adds support to the view that the performance of an instrument should be monitored closely and described quantitatively. ... This may result in confusion about basic instru mental parameters, the precision of the setup, the amount and distribution of calibration frames which are required and finally the assumptions on which the data reduction procedure should rely. ... The value for pure random noise is indicated 1). ... 




      
[
Текст

] 
 Ссылки http://www.stecf.org/conferences/adass/adassVII/reprints/decuyperjp.ps.gz -- 89.6 Кб -- 12.06.2006

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>268) - www.stecf.org/ )
	ST-ECF Grism Spectrum Software for NICMOS Grism Data

	The Photometric Performance of the NICMOS Grisms







    






12. http://star.arm.ac.uk/~csj/idl/UCLES/Merge_Ucles

 ... 8.633400E-4 1) This may be read into IDL using the procedure   ucles_read,  file , w, f  file : string : : in : name of  file  containing  data  w :  array  : (2048, nord) : out :  wavelengths  for each  order  f :  array  : (2048, nord, narr) : out :  fluxes  in each  array  2) The next step is to remove the gross  continuum  shape using the procedure   ucles_norm, w, f, fn, fs w :  array  : (2048, nord) : in :  wavelengths  for each ... 3) Define a standard wavelength grid for the entire spectrum....




      
[
Сохраненная копия

] 
 Ссылки http://star.arm.ac.uk/~csj/idl/UCLES/Merge_Ucles -- 6.3 Кб -- 22.08.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2717) - star.arm.ac.uk/ )
	http://star.arm.ac.uk/~csj/idl/UCLES/ucles_merge.pro

	SCL Sfit Commands

	Spectrum v1 - Examples







    






13. Copying, Reordering and Regridding Images

Next: Image Arithmetic - MATHS Up: Image Analysis Previous: Source Fitting and Positions . The task imsub allows you to extract out some region of one image and copy it to a new image. ... Input image . ... Output image . ... The task reorder enables you to reorder the axes of an image. ... The task regrid enables you to take an image, and regrid it via a cubic interpolation scheme on a new grid. ... In this simple example, we regrid the first two axes of an image via a template image. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/computing/software/miriad/userguide/node156.html -- 12.4 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>16291) - www.atnf.csiro.au/ )
	rmclean

	qvack

	Displaying spectra only







    






14. MILLIMETRON

 ... The project assumes creation of an international space observatory - the interferometer "Earth - Space - Space" in order to perform of astronomical investigations in millimeter, submillimeter and infrared regions with extremely high sensitivity (to a few nanoJanskies units of flux density in continuum spectrum) and extremely high angular resolution (to a parts of microsecond of arc or, possibly, nanosecond). ... radio-interferometric channels of the system "Space - Space", region 0.2 - 3 mm; . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.asc.rssi.ru/submillimetron/mm/default.htm -- 10.5 Кб -- 05.04.1999

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>146) - www.asc.rssi.ru/ )






    






15. http://hea-www.harvard.edu/tanagra/etc/jpb_HEAD2011_1005.pdf

HEAD 2011: Poster 10.05 Project Tanagra: Stellar Flares in Chandra High-Resolution Spectra Jennifer Posson-Brown, Vinay Kashyap, Steven Saar & Jeremy Drake (Harvard-Smithsonian Center for Astrophysics) Abstract We introduce Project Tanagra: Timing Analysis of Gratings Data, a uniform study of archival Chandra gratings observations of active l ow-mass coronal stars. ... See Kashyap et al. 2002, 2011 and Saar et al. 2011.) ... High resolution spectra from MEG and HEG first order, and ze roth order. ... 




      
[
Текст

] 
 Ссылки http://hea-www.harvard.edu/tanagra/etc/jpb_HEAD2011_1005.pdf -- 792.0 Кб -- 06.09.2011

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2907) - hea-www.harvard.edu/ )
	http://hea-www.harvard.edu/AstroStat/HEAD2008/poster_aconnors.pdf

	http://hea-www.harvard.edu/~jcm/asc/docs/ps/ncoords3.ps

	QPOE Files







    






16. Unordered Lists

 ... Content Model: Optional list header (LH), followed by one or more list items (LI) . An unordered list typically is a bulleted list of items. ... Note: Some legacy documents may include headers or plain text before the first LI element. ... DIR lists are used to present lists of items containing up to 20 characters each. ... CLASS . ... The WRAP attribute is used for multicolumn lists. Use wrap=vert if you want to arrange the list items down the page before wrapping to the next column. ... 




      
[
Сохраненная копия

] 
 Ссылки http://comet.sai.msu.ru/webdesign/html-3.0/bulletlists.html -- 6.6 Кб -- 19.12.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>102) - comet.sai.msu.ru/ )
	Ordered Lists

	Examples of changing the sort order

	Options that can be used to change the sort order







    






17. The Transmission Gratings

 ... Both sets of objective transmission gratings consist of hundreds of co-aligned facets mounted to supporting structures on 4 annuli (one for each of the four co-aligned mirror pairs) to intercept the x rays exiting the HRMA. ... The two sets of transmission gratings, attached to the mounting structure are shown in Figure . ... An individual facet has 0.43-m-thick gold grating bars with 50% filling factor and 9920- period, resulting in 1.15-/mm dispersion. The HRC-S is the primary LETG readout. ... 




      
[
Сохраненная копия

] 
 Ссылки http://xray.sai.msu.ru/~polar/images/chandra/crete_astro-ph/node5.html -- 5.8 Кб -- 07.12.1999

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>468) - xray.sai.msu.ru/ )
	AXAF-Chandra

	The Focal Plane Instruments

	#tex2html_wrap_inline12527#-#tex2html_wrap_inline12529# for Supernova...







    






18. Optical static Fourier spectrometer

Static Fourier spectrometers are often used for spectral measurements of the ionosphere emissions. There are two main advantages of Fourier spectrometers (FS) - large geometric factor and high spectral resolution; these parameters are two orders better than for grating spectral instruments. ... In scanning Fourier spectrometer optical and electric modulation of signal is used to avoid this problem, for static Fourier spectrometer there are no such ways. ... 




      
[
Сохраненная копия

] 
 Ссылки http://space.univ.kiev.ua/~lapchuk/my_web/Spectrometer.htm -- 10.1 Кб -- 21.02.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>66) - space.univ.kiev.ua/ )
	Second order reduction quantities. Explanations for Computer Ephemeris.







    






19. Submitting New Observing Modes to AO

The Arecibo telescope is a versatile instrument with multiple receivers, backend processors, and telescope scanning modes. ... Observing modes are implemented at Arecibo through the Control Interface Module for Arecibo (CIMA). ... In this case, the observer is encouraged to submit a proposal for a new observing mode. ... Proposals for new observing modes will be evaluated by a technical review panel consisting of Arecibo technical and scientific staff. ... Flow chart. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.naic.edu/~astro/Modes.shtml -- 6.5 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>4957) - www.naic.edu/ )
	arecibo technical and operations memo series (atoms)

	The AO Optical Laboratories National Astronomy and Ionosphere Center (Arecibo







    






20. http://zebu.uoregon.edu/2004/es399/coburg.html


      
[
Сохраненная копия

] 
 Ссылки http://zebu.uoregon.edu/2004/es399/coburg.html -- 9.1 Кб -- 01.03.2004

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>279) - zebu.uoregon.edu/ )
	Philosophy of Science
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