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Показаны документы, содержащие фрагменты текста из документа

 http://zebu.uoregon.edu/~uochep/talks/talks04/l-1.pdf.









1. Bojan Nikolic -- Command line interface for retrieval of phase-correction
 ... Bojan Nikolic web pages home . ... I've made a little command-line program that calls the routines for . retrieval of water vapour and phase correction coefficients that I . ... http://www.mrao.cam.ac.uk/~bn204/alma/libaircmdline.html . ... http://www.mrao.cam.ac.uk/~bn204/alma/sweng/libairbuild.html . ... Bojan . Bojan Nikolic Tel: +44 1223 746432 . ... Cavendish Laboratory Fax: +44 1223 354599 . ... Copyright 2012, Bojan Nikolic feedback welcome ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.mrao.cam.ac.uk/~bn204/blog/2009/11/command-line-interface-for-retrieval-of.html -- 4.9 Кб -- 22.11.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2939) - www.mrao.cam.ac.uk/ )
	Bojan Nikolic -- Fitting and Comparison of Models of Radio Spectra

	OptInt PmWiki : Interface Control

	OptInt PmWiki : MROIFastTipTilt / Interface Control







    






2. Advantages of the command line interface
Next: General points Up: The command line interface (TEXT CEILIDH ONLY) Previous: The command line interface (TEXT CEILIDH ONLY) . With this interface, you can execute other non-Ceilidh commands or even log out at any point. When you resume, the course, unit and exercise will remain set just as when you last issued a Ceilidh command (although you may choose to execute "status" to check the settings). ... commands . to remind yourself of the commands currently available. The command . ... 



      
[
Сохраненная копия

] 
 Ссылки http://mavr.sao.ru/hq/sts/linux/book/c_marshall/subsection2_19_4_1.html -- 3.0 Кб -- 28.12.2007

    
      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/hq/sts/linux/book/c_marshall/subsection2_19_4_1.html -- 3.0 Кб -- 11.09.2010

    
      
[
Сохраненная копия

] 
 Ссылки http://jet.sao.ru/hq/sts/linux/book/c_marshall/subsection2_19_4_1.html -- 3.0 Кб -- 02.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>422) - jet.sao.ru/ )
	The command line interface (TEXT CEILIDH ONLY)

	Sts compo - Switches and Multiplexers Product Comparison

	Sts compo - Operational Amplifiers Product Comparison







    






3. http://zebu.uoregon.edu/~uochep/talks/talks04/et-l1-12-04.pdf
L1  Simulation  Upgrade  December  6th,  2004  BaBar Collaboration Meeting SLAC  Eric   Torrence  University of Oregon  Eric   Torrence  1/15  December   2004  Phase 0 (Now) DchDigis EmcDigis EmtSim trgDC L1Accept This IS the current SP6 (14.4.X) Base  simulation  code unchanged, but interface elements are updated (Digis, TsfLUT) Remaining changes are inside  black blob   Eric   Torrence  2/15  December ... Done · L1DZpdTrackDigi - cellLocation and cellPhi are not currently being simulated. ... 



      
[
Текст

] 
 Ссылки http://zebu.uoregon.edu/~uochep/talks/talks04/et-l1-12-04.pdf -- 404.0 Кб -- 21.12.2004

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>131) - zebu.uoregon.edu/ )






    






4. WAPP Radar Interface
 ... The PC is interfaced with a high speed parallel card. ... Data is read from the radar interface hardware and sent over the VME bus to a MVME162 card. From the 162 card the data passes over the IP (Industry Pack) bus to a second high speed parallel card in the WAPP PC. ... WAPP Radar interface as tested , 5 megabytes/second . ... Stop the radar observation, in the vxWorks window . Kill the radar interface gui window . ... There remains a bug in the data taking with the WAPP radar interface. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.naic.edu/~jeffh/radar.html -- 5.6 Кб -- 02.01.2002

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1170) - www.naic.edu/ )
	radar interface

	Installing the Kernel Interface

	Chapter 21. Using the Proc Filesystem Interface







    






5. Introduction
CCD Performance . The WFPC2 CCDs are thick, f ront-side illuminated devices, with a format of 800x800, 15x15 micron multi-pinned phase (MPP). ... The Si-SiO_2 interface, at the surface of the CCD, is pinned at the substrate potential, directing signal charge away from the Si-SiO2 interface states towards the buried n-channel. ... 1989). ... MPP technology has been demonstrated and characterized in both Loral (Janesick, et al., 1989) and Tektronix devices (Woodgate, et al., ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.stsci.edu/instrument-news/handbooks/wfpc2/W2_33.html -- 3.6 Кб -- 24.07.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>6272) - www.stsci.edu/ )
	Interface Between CDS/ISIS and the Web at the Library of the Cagliari

	Integrated Tools: User Interface

	Simulation Parameters







    






6. Interface Definition Libraries
 ... Though Flint knows the interface definitions (i.e. number, type and intent of each argument) of standard FORTRAN functions, it is desirable for users to build and use a file (or files) describing the interfaces to their own library. ... The format is: flint -o file .. ... While these interface definitions could be input along with normal source files, preceding the interface file with the -l (library) switch has the advantage that the source of this file does not appear in the listing file. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.atnf.csiro.au/computing/software/miriad/progguide/node53.html -- 6.1 Кб -- 05.02.2013

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>4369) - www.atnf.csiro.au/ )
	BCC Interfaces

	Event-driven Tasks and Graphical User Interfaces

	Interface







    






7. Graphical user interface
 ... UNIX and Linux don't incorporate the user interface into the kernel; instead, they let it be implemented by user level programs. ... This arrangement makes the system more flexible, but has the disadvantage that it is simple to implement a different user interface for each program, making the system harder to learn. ... X also does not implement a user interface; it only implements a window system, i.e., tools with which a graphical user interface can be implemented. ... Sun May 4 14:08:43 EEST 1997...



      
[
Сохраненная копия

] 
 Ссылки http://star.arm.ac.uk/sag-0.4/node13.html -- 3.3 Кб -- 04.05.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>849) - star.arm.ac.uk/ )






    






8. BTA TCS Online
. This page uses frames, but your browser doesn't support them.



      
[
Сохраненная копия

] 
 Ссылки http://www.sao.ru/tb/tcs/ -- 1.8 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>811) - www.sao.ru/ )
	Graphical User Interface

	Zeiss-1000 TCS computer

	Graphical User Interfaces







    






9. Tabbed interface
. Выберите раздел GTS interface Form validation Error handling Tabbed interface Demo select widget ZSite structure Colour Chooser Project environment . Общее Данные Адрес Обучение Контакты Пустое поле . 1 . 2. Данные о документе "Document 1" . 3 . 4. Вкладка посвящена вопросам обучения . 5 . Организация Статус URL . Intel Asus . Работает Удалена Не отвечате . Zline team , 2003 Комментарии, вопросы? Пишите: Oleg Bartunov



      
[
Сохраненная копия

] 
 Ссылки http://xray.sai.msu.ru/~mystery/html/layers/ttt/tab.html -- 7.3 Кб -- 20.08.2003

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>166) - xray.sai.msu.ru/ )






    






10. Question on network interfaces
 ... Keywords: network interface . ... How to find : . 1) the interfaces which are available : . ... There is a structure called "struct ifnet" which is used in include/linux/route.h. struct ifnet has information like the name of the interface (e.g. le0 or sl0), as well as the status of the interface (whether up or down). ... Older versions of linux had the definition of this structure available (struct ifnet also occurs in BSD code). ... Re: Question on network interfaces by Pedro Roque . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.arcetri.astro.it/irlab/doc/library/linux/khg/HyperNews/get/net/net-intro/1.html -- 4.2 Кб -- 23.03.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>5888) - www.arcetri.astro.it/ )
	Re: Question on network interfaces

	apachectl - Apache HTTP Server Control Interface - Apache HTTP Server

	Linux Architecture-Specific Kernel Interfaces







    






11. System Interfaces to the STIS Calibration Pipeline
 ... The routine processing of STIS data in the calibration ``pipeline" requires an interrelated set of software tasks and databases developed and maintained by many groups at STScI. We present the systems-level design of this calibration pipeline from the perspective of the STIS instrument group at STScI. We describe the multiple interfaces to the pipeline processes that the STIS group works across in an effort to provide for the routine calibration of STIS data. ... For example, the STIS group: . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.stecf.org/conferences/adass/adassVII/hulberts.html -- 9.4 Кб -- 12.06.2006

    
      
[
Сохраненная копия

] 
 Ссылки http://www.adass.org/adass/proceedings/adass97/hulberts.html -- 9.5 Кб -- 15.05.1998

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1590) - www.adass.org/ )
	Tcl- and [Incr tcl]- Based Applications for Astronomy and the Sciences

	User Interfaces, Visualization, Data Acquisition and Reduction

	The Portable-CGS4DR Graphical User Interface







    






12. ESO - VLT/Instrument Interfaces
 ... Science . ... Science Users Information > Observing Facilities > Instrumentation Development > VLT/Instrument Interfaces . ... APEX Visitor Instrument . ... The interfaces between the VLT Unit Telescopes and the scientific instruments to be operated at the VLT Cassegrain, Nasmyth and Coudц© foci are well defined. ... Interface and numerous other relevant information for instrument builders is available in the "Requirements for Scientific Instruments on the VLT Unit Telescopes" , ESO doc. no. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.eso.org/sci/facilities/develop/interfacesvlt.html -- 31.4 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>43616) - www.eso.org/ )
	ESO - ESO Library: Responsive Web Design of Essential Interfaces

	DFS Interfaces project

	API Help







    






13. The AstroStat Slog interface
 ... People . Posts tagged ?interface? ... The brackets could be filled with other languages but two are introduced today: Perl ( perl.org ) and Python ( python.org ). ... Continue reading ?R-[{Perl,Python}] Interface? Tags: interface , Perl , Python , R . ... 1 Comment . ... Entries RSS . Comments RSS . ... vlk on [MADS] Parallel Coordinates . upvc windows on [MADS] Parallel Coordinates . ... Alfred Inselberg on [MADS] Parallel Coordinates . ... Entries (RSS) and Comments (RSS) . ... 



      
[
Сохраненная копия

] 
 Ссылки http://hea-www.harvard.edu/AstroStat/slog/groundtruth.info/AstroStat/slog/tag/interface/index.html -- 18.8 Кб -- 01.03.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>1111) - hea-www.harvard.edu/ )
	The AstroStat Slog Blog Archive R-[{Perl,Python}] Interface

	The SAOtng Graphical User Interface

	Interfacing with Fortran and C programs







    






14. RSAA Local Versions of Gemini Interface Control Documents
Note that these are 'General' ICDs giving information about protocols, not specific ICDs giving details of the full interfaces between specific Gemini systems. ... Document . ... The System Command Interface (PS) . ... The Baseline Attribute/Value Interface (PS) . ... Baseline DHS interface (PS) . ... System Status and Alarms Interface (PS) . ... Wavefront Sensing Information Interface (PS) . ... ICS/TCS Direct Control Interface (PS) . ... Telescope Tube Mass Balance f/16 IR Top End Config. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.mso.anu.edu.au/nifs/gemini/icds.html -- 5.6 Кб -- 01.10.2012

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>299) - www.mso.anu.edu.au/ )
	Comparison of simulations with the large scale radio galaxy M87.

	Comparison of a synthetic radio image and quasar 3C 48







    






15. Uses of Interface ij.plugin.filter.PlugInFilter (ImageJ API)
 ... Class . Use . ... ImageJ plugins that process an image may implement this interface. ... class . ... This plugin implements ImageJ's Analyze/Measure and Analyze/Set Measurements commands. class . ... This plugin implements ImageJ's Fill, Clear, Clear Outside and Draw commands. class . ... This plugin implements the Image/Show Info command. class . ... This plugin implements the Image/Lookup Tables/Apply LUT command. class . ... This plugin implements the Image/Rotate/Arbitrarily command. class . ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.astro.louisville.edu/software/astroimagej/imagej/api/ij/plugin/filter/class-use/PlugInFilter.html -- 24.9 Кб -- 02.12.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>463) - www.astro.louisville.edu/ )
	Uses of Interface ij.gui.DialogListener (ImageJ API)

	Uses of Interface ij.process.Blitter (ImageJ API)

	Uses of Interface ij.CommandListener (ImageJ API)







    






16. Compliance with the ODF interface control document
 ... Of the files generated, only the ODF summary file is fully compliant with the ODF interface control document. For the other files, only those components required by the ODF and calibration access layers of the XMM SAS are generated. odffix aims to make it possible to run SAS tasks on pseudo-ODFs, not to generate full-blown ODFs. In practice this means that odffix generates files with structures that are a subset of those described in the ODF interface control document. ... 



      
[
Сохраненная копия

] 
 Ссылки http://xmm.vilspa.esa.es/sas/7.1.0/doc/odffix/node4.html -- 3.7 Кб -- 09.07.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2860) - xmm.vilspa.esa.es/ )
	Graphical User Interface (GUI)

	Excerpts from the Current calibration File Interface Control Document







    






17. SAI CAS: ConeSearch interface
SAI VO . ... SAI CAS . ... ConeSearch . ... Catalogs . ... main [?] . ... Object name or coordinates (degrees or HH MM SS or HH:MM:SS): . Center: Radius: deg arcmin arcsec . ... No tables selected. Click on the table name to select/unselect it. ... Click Catalog name to view the catalog Info . Click Table name to select / unselect it for the search . Click [?] to view the table Structure . Click [ New Table ] to upload New Table into your personal catalog . ... SAI MSU | ... 



      
[
Сохраненная копия

] 
 Ссылки http://vo.astronet.ru/cas/conesearch.php -- 25.3 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>63) - vo.astronet.ru/ )
	Digitized Sky Survey - SIAP Interface

	SAI CAS: Cross-catalogue match interface

	WCSFix - Web Interface







    






18. Work notes
As it was already mentioned, the idea behind File Juggler is rather simple: using CGI scripts as processing tools and WWW browser as user interface, display the structure and content of typical anonymous FTP server in a convenient, easily navigated form. ... My P5-133 spends about 0.025 ms on one file when doing linear search with simple criterion (690 ms for 27,000 files, search for substring among file names/descriptions with 70 hits). ... Let's now look whether we can handle 1,000,000 files. ... 



      
[
Сохраненная копия

] 
 Ссылки http://crydee.sai.msu.ru/software/juggler/work.html -- 7.6 Кб -- 12.02.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>608) - crydee.sai.msu.ru/ )
	User interface

	Keyword arguments and default arguments







    






19. Pulse-per-second (PPS) Signal Interfacing
Some radio clocks and related timekeeping gear have a pulse-per- second (PPS) signal that can be used to discipline the local clock oscillator to a high degree of precision, typically to the order less than 50 us in time and 0.1 PPM in frequency. ... Either way requires conversion of the PPS signal, usually at TTL levels, to RS232 levels, which can be done using a circuit such as described in the Gadget Box PPS Level Converter and CHU Modem page. ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.sai.msu.su/~er/xntp/pps.html -- 5.3 Кб -- 21.12.2007

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>589) - www.sai.msu.su/ )
	A Kernel Programming Interface for Precision Time Signals Network Performance

	KSI/Odetics TPRO/S IRIG Interface

	The FTPdig Project







    






20. Ouranos Interface, AstroGuide Listing
The AstroGuide . ... AstroGuide | ... AstroGuide Listing . Login . See many more Astronomy Listings by: Category or Alphabet . The Ouranos interface is not in production anymore. ... Listed Since July 15, 1998 . ... 508) 224-6062 . ... 508) 224-6224 . Web Site . ... Web . ... Unless otherwise specified, web site content Copyright 1994-2016 John Huggins All Rights Reserved . dbHTML," "AstroGuide," "ASTRONOMY.NET" & "VA.NET" . are trademarks of John Huggins ... 



      
[
Сохраненная копия

] 
 Ссылки http://www.astronomy.net/astroguide/ag341.html -- 12.7 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>72) - www.astronomy.net/ )
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