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Показаны документы, содержащие фрагменты текста из документа

 http://higeom.math.msu.su/people/garber/talks/2010Texas.pdf.









1. Поиск книг, содержащих Implicit separated boundary conditions :: Электронная

Электронная библиотека . ... Главная Ex Libris Книги Журналы Статьи Серии Каталог Wanted Загрузка ХудЛит Справка Поиск по индексам Поиск . ... Поиск по указателям . Результат поиска . Книга . Страницы для поиска . ... Электронная библиотека попечительского совета мехмата МГУ , 2004-2016 . ... 




      
[
Сохраненная копия

] 
 Ссылки http://lib.mexmat.ru/showsubject/120341 -- 11.4 Кб -- 13.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>15218) - lib.mexmat.ru/ )
	Kalinins E.G. - Separation of Variables for Riemannian Spaces of Constant

	Deyl Z. - Separation methods :: Электронная библиотека попечительского совета

	Forsyth A.R. - A Treatise on Differential Equations :: Электронная библиотека







    






2. Definitions and Conventions

previous next contents elements attributes . ... Definitions . ... User agent . A user agent is any device that interprets HTML documents. ... User agents should continue to support deprecated elements for reasons of backward compatibility. ... An obsolete element or attribute is one for which there is no guarantee of support by a user agent. ... Element and attribute names are marked within the source HTML for the specification and may be rendered specially depending on your user agent. ... 




      
[
Сохраненная копия

] 
 Ссылки http://itpm.msu.su/html/convent.html -- 7.9 Кб -- 17.09.1997

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>331) - itpm.msu.su/ )






    






3. Geometrical core

Geometrical core (core) is a maximal set of alignment positions such that C atoms in these positions are disposed similarly in ALL input protein chains. ... Minimal core size (#aa's) . ... Alternative core new atoms (%) . ... Geometrical core is a maximal set of alignment positions such that C atoms in these positions are disposed similarly in ALL input protein chain. ... Each input sequences is aligned to the corresponding sequence obtained from the ATOM section of the protein chain in the PDB file. ... 




      
[
Сохраненная копия

] 
 Ссылки http://mouse.belozersky.msu.ru/tools/gcore.html -- 6.0 Кб -- 13.05.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>9) - mouse.belozersky.msu.ru/ )






    






4. Definition Lists

 ... Content Model: Optional list header (LH), followed by one or more terms (DT) and definitions (DD). A definition list is a list of terms and corresponding definitions. Definition lists are typically formatted with the term on the left with the definition following on the right or on the next line. ... The definition list element can take the COMPACT attribute, which suggests that a compact rendering be used, and is appropriate if the list elements are small and/or the entire list is large. ... 




      
[
Сохраненная копия

] 
 Ссылки http://comet.sai.msu.ru/webdesign/html-3.0/deflists.html -- 5.9 Кб -- 19.12.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>131) - comet.sai.msu.ru/ )






    






5. Intelligent Systems :: Research :: :: Articles

Traditional methods, connected with use of one microphone as an input of speech signal into a computer, do not give us a high reliability of recognition. If signal-to-noise relation (SNR) is 0-6 dB, the probability of an error even in identification of speech activity using only one microphone in typical cases is not less than 10% (as experiments and literature data show). ... The far-positioned (third) microphone can be used to estimate the average level of an external noise. ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.intsys.msu.ru/en/invest/speech/articles/multic.htm -- 9.2 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>72) - www.intsys.msu.ru/ )






    






6. http://www.qfthep04.sinp.msu.ru/2004/programm/qfthep04f/talks/Ginzburg22.pdf

Ultra-p eripheral nuclear collisions. ... Standard definition: Ultra-p eripheral collisions of heavy nuclei (UPC) are interactions that o ccur at impact parameters b large enough that no hadronic interactions can o ccur. ... The interaction of pro duced system with parental nuclei can b e either in electromagnetic or strong. ... Quantum numb ers of pro duced system X 4 Typ es of UPC · In double UPC (2-UPC) kinematical condition hold for b oth nuclei can b e checked for the pro duced system. ... 




      
[
Текст

] 
 Ссылки http://www.qfthep04.sinp.msu.ru/2004/programm/qfthep04f/talks/Ginzburg22.pdf -- 81.1 Кб -- 09.07.2004

    
      
[
Текст

] 
 Ссылки http://theory.sinp.msu.ru/~qfthep04/2004/programm/qfthep04f/talks/Ginzburg22.pdf -- 81.1 Кб -- 09.07.2004

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>14261) - theory.sinp.msu.ru/ )
	http://theory.sinp.msu.ru/~tarasov/PDF/JPA2005-2.pdf

	Definition of a model in CompHEP







    






7. %TOPICTITLE% (38 vs. 42) - TWiki

Welcome , Registration , and other StartingPoints ; TWiki history & Wiki style; All the docs.. ... Changed: . ... Working in TWiki is as easy as typing in text - exactly like email . ... You can create a forced internal link by enclosing words in double square brackets. Note: Text within the brackets may contain optional spaces; the topic name is formed by capitalizing the initial letter and by removing the spaces; for example, [[text formatting FAQ]] links to topic TextFormattingFAQ . ... 




      
[
Сохраненная копия

] 
 Ссылки http://dualopt1.cmm.msu.ru/bin/rdiff/TWiki/TextFormattingRules?rev1=42&rev2=38 -- 24.2 Кб -- 28.02.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>36523) - dualopt1.cmm.msu.ru/ )
	%TOPICTITLE% (41 vs. 42) - TWiki

	%TOPICTITLE% (5 vs. 6) - TWiki

	TWikiTemplates - TWiki - TWiki







    






8. Vestnik Moskovskogo Universiteta. Seriya 1. Matematika. Mekhanika Вестник

Recurrence of Matrix Cocycles / Lipatov M.E. // Vestnik Moskovskogo Universiteta. Seriya 1. Matematika. Mekhanika. ... 




      
[
Сохраненная копия

] 
 Ссылки http://vestnik.math.msu.su/en/DATA/2010/5/node12 -- 6.4 Кб -- 10.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>283) - vestnik.math.msu.su/ )






    






9. ConClus

 ... Minimal size of Clud clusters (residues) . ... An alignment of a set of structures is a set of positions , to each position some atoms from different structures correspond. ... Hydrophobic cluster of a single protein structure is a separated pool of nonpolar atoms. Usually there is the biggest cluster in the protein called hydrophobic core. ... ConClus program is able to detect of conservative hydrophobic clusters for a family of related protein domains or just for a set of aligned proteins. ... 




      
[
Сохраненная копия

] 
 Ссылки http://mouse.genebee.msu.ru/~bennigsen/conclus.html -- 3.9 Кб -- 13.05.2015

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>3) - mouse.genebee.msu.ru/ )






    






10. "Numerical conditioning analysis of two-dimensional problems in electrical

 ... Numerical conditioning analysis of two-dimensional problems in electrical impedance tomography" . Gavrilov S.V. A two-dimensional problem of electrical impedance tomography with a piecewise constant electrical conductivity with two known values is considered. ... The numerical conditioning analysis of this problem is performed with a respect to the type and number of electrical potential excitations at the outer boundary. ... 




      
[
Сохраненная копия

] 
 Ссылки http://num-meth.srcc.msu.ru/english/zhurnal/tom_2014/v15r128.html -- 3.3 Кб -- 26.05.2014

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>509) - num-meth.srcc.msu.ru/ )
	"On approximate open boundary conditions for the wave equation and the

	"Modeling of separated flow in the inlet of a circular suction channel"

	"Stability of finite-difference-based lattice Boltzmann schemes"







    






11. State of the problem

Next: Initial conditions Up: Old neutron star distribution Previous: Introduction . The problem to be solved is to find stationary space distribution of stars which have had certain initial space and velocity distributions and move in a given potential. ... In principle, the most straightforward way to obtain the solution is to integrate directly the equations of motion for a sufficiently large number of stars with different initial conditions. ... Then space density is given by . ... 




      
[
Сохраненная копия

] 
 Ссылки http://xray.sai.msu.ru/~mystery/articles/old_ns/node3.html -- 9.4 Кб -- 19.08.1996

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>456) - xray.sai.msu.ru/ )
	Caverns in Binary Systems

	Effect of sources evolution on

	Galactic potential







    






12. Conformance: requirements and recommendations

 ... SGML . The text/html content type . In this section, we begin the specification of HTML 4.0, starting with the contract between authors, documents, users, and user agents. ... These recommendations are not normative and conformance with this specification does not depend on their realization. ... An HTML document is an SGML document that meets the constraints of this specification. ... A user is a person who interacts with a user agent to view, hear, or otherwise use a rendered HTML document. ... 




      
[
Сохраненная копия

] 
 Ссылки http://xray.sai.msu.ru/~ustiansk/web/conform.html -- 12.1 Кб -- 24.04.1998

    
      
[
Сохраненная копия

] 
 Ссылки http://crydee.sai.msu.ru/~vab/html.doc/html40/conform.html -- 12.1 Кб -- 24.04.1998

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>2474) - crydee.sai.msu.ru/ )
	Long description for the illustration of a pixel's definition

	HTML 4.0 Frameset Document Type Definition

	About the CSS2 Specification







    






13. Qt Tutorial - Chapter 10

 ... cannon.h contains the CannonField class definition . ... We have moved the painting of the cannon to a separate function and have also put the defintion of the cannon's enclosing rectangle in a separate function. int ang; int f; }; . ... QPainter tmp; . ... We place the force LCDRange widget below the angle widget and specify the range to 10..50. connect ( force,SIGNAL(valueChanged(int)), cannonField,SLOT(setForce(int))); connect ( cannonField,SIGNAL(forceChanged(int)), force,SLOT(setValue(int))); ....




      
[
Сохраненная копия

] 
 Ссылки http://rtm-cs.sinp.msu.ru/manual/qt/t10.html -- 10.8 Кб -- 11.07.1998

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>548) - rtm-cs.sinp.msu.ru/ )
	Apache module mod_include

	Source Re-organisation

	Modules







    






14. http://geophys.geol.msu.ru/referenc/BOH_VEC.DoC

EQUIVALENT DIPOLES APPROACH TO THE ELECTRICAL FIELD VECTOR MEASUREMENTS DATA INTERPRETING Aleksandr A. Gorbunov, Igor. ... Generalizing the traditional apparent resistivity [pic] for the pole- dipole (half-Schlumberger) array, the apparent resistivity vector [pic] with components [pic] is introduced. ... Considering the layered cross-section as the embedding medium, apparent resistivity vector can be presented as [pic] - the sum of the normal and the anomalous apparent resistivity. ... 




      
[
Текст

] 
 Ссылки http://geophys.geol.msu.ru/referenc/BOH_VEC.DoC -- 168.5 Кб -- 18.09.2000

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>74) - geophys.geol.msu.ru/ )
	TES. Base model

	Anis. Page2







    






15. ANALYTICAL CHEMISTRY DIVISION

Head of the division - Professor Yuri A. ZOLOTOV . ... Spectroscopic methods of analysis . Electrochemical methods of analysis . ... Metal complexes in analytical chemistry . ... LABORATORY OF SPECTROSCOPY METHODS OF ANALYSIS (Head: Prof. F.A. Gimelfarb, phone: 939-1568) . LABORATORY OF CHROMATOGRAPHIC METHODS OF ANALYSIS (Head: Prof. O.A. Shpigun, phone: 939-1382) . ... FUNDAMENTAL COURSE OF ANALYTICAL CHEMISTRY . ... SPECIAL COURSE: ELECTROCHEMICAL METHODS OF ANALYSIS . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.chem.msu.ru/eng/chair/anal.html -- 6.8 Кб -- 27.02.2014

    
      
[
Сохраненная копия

] 
 Ссылки http://chem.msu.ru/eng/chair/anal.html -- 6.8 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>870) - chem.msu.ru/ )
	Moscow University Chemistry Bulletin Vol. 45, No. 2, P. 124 (2004)

	Moscow University Chemistry Bulletin Vol. 46, No. 6, P. 411 (2005)

	Determination of Reaction Rate Constants in Micelles. A Comparison of the







    






16. Header File Inclusions

 ... Source Discussion . Next . The only header file you really have to include for your modules is php.h , located in the PHP directory. This file makes all macros and API definitions required to build new modules available to your code. Tip: It's good practice to create a separate header file for your module that contains module-specific definitions. This header file should contain all the forward definitions for exported functions and include php.h . ... Declaring Exported Functions ... 




      
[
Сохраненная копия

] 
 Ссылки http://old.hcs.cmc.msu.ru/php/zend.structure.headers.html -- 3.6 Кб -- 03.02.2002

    
      
[
Сохраненная копия

] 
 Ссылки http://old.master.cmc.msu.ru/php/zend.structure.headers.html -- 3.6 Кб -- 03.02.2002

    
      
[
Сохраненная копия

] 
 Ссылки http://oit.cmc.msu.ru/php/zend.structure.headers.html -- 3.6 Кб -- 03.02.2002

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>394) - oit.cmc.msu.ru/ )
	Definitions of terms used to describe Apache directives

	Instruction separation

	yaz_ccl_conf







    






17. Automatic generation of profiling libraries | PARALLEL.RU -

 ... Automatic generation of profiling libraries . ... It allows the user to write any number of `meta' wrappers which can be applied to any number of MPI functions. Wrappers can be in separate files, and can nest properly, so that more than one layer of profiling may exist on indiividual functions. ... A list of functions for which to generate wrappers. ... Declarations for the functions that are to be profiled. ... Центры . ... 




      
[
Сохраненная копия

] 
 Ссылки http://www.parallel.ru/docs/mpich/userguide/node72.html -- 16.8 Кб -- 09.04.2016

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>376) - www.parallel.ru/ )
	Writing wrapper definitions | PARALLEL.RU - Информационно-аналитический центр

	Definitions | PARALLEL.RU - Информационно-аналитический центр по параллельным

	Progress | PARALLEL.RU - Информационно-аналитический центр по параллельным







    






18. RNA Kinetics: Theory

In our model for RNA secondary structure formation we assume that each of the candidate helices (see definition in the main text) may exist in two states. A helix can be completely zipped, or it can be completely decayed. ... The following schema is used to estimate the effective transition constants between zipped and decayed states: . ... To determine the kinetic constants, we use the transition state theory, which is often used in chemical kinetics (Figure 2). ... Transition . ... 




      
[
Сохраненная копия

] 
 Ссылки http://bioinf.fbb.msu.ru/RNA/kinetics/theory.html -- 14.9 Кб -- 12.10.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>9) - bioinf.fbb.msu.ru/ )






    






19. http://nanofluidics.phys.msu.ru/paper/prl2010_2.pdf

PRL 105, 016001 (2010) PHYSICAL REVIEW LET TE RS week ending 2 JULY 2010 Random- Roughness   Hydrodynamic   Boundary  Conditions Christian Kunert,1 Jens Harting,2,1 and Olga I. Vinogradova 1 2 3,4 Institute for Computational Physics, University of ...  published 30 June 2010) We report results of lattice Boltzmann simulations of a high-speed drainage of liquid films squeezed between a  smooth  sphere and a randomly  rough  plane ... Squares are the results measured for a rough wall ( М 4%, r М 10x). ... 




      
[
Текст

] 
 Ссылки http://nanofluidics.phys.msu.ru/paper/prl2010_2.pdf -- 292.3 Кб -- 30.06.2010

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>36) - nanofluidics.phys.msu.ru/ )
	http://nanofluidics.phys.msu.ru/paper/pre2006e.pdf

	http://nanofluidics.phys.msu.ru/paper/jcis3.pdf

	http://nanofluidics.phys.msu.ru/paper/pre2012_1.pdf







    






20. Definitions of terms used to describe Apache directives

Each Apache configuration directive is described using a common format that looks like this: . ... This indicates the format of the directive as it would appear in a configuration file. This syntax is extremely directive-specific, and is described in detail in the directive's definition. ... If the directive has a default value ( i.e. , if you omit it from your configuration entirely, the Apache Web server will behave as though you set it to a particular value), it is described here. ... 




      
[
Сохраненная копия

] 
 Ссылки http://neptun.sai.msu.ru/manual/mod/directive-dict.html -- 13.1 Кб -- 15.10.2001

    

Похожие документы



    

Еще в разделе: 
(Показать все результаты (>81) - neptun.sai.msu.ru/ )
	Source Re-organisation

	Definitions of terms used to describe Apache modules
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